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TO SELECT A COMMAND 



1. Press the CMD key. 

2. Enter the command's mnemonic. 



MEMORY CLEAR COMMAND 

IMemoryCleailY/NINI 



ANSWER COMMAND i 



ORIGINATE COMMAND ' 



TEST COMMAND 
(Barberpole Test) 



DIAL COMMAND* 

fDiai: (ENTER NAME OR NUMBER)) 



LOG ON COMMAND 

)Logon: (ENTER NAIV1E)) 




COMMAND KEY 
NIKATES COMMAND MODE 

/ 




\ 



SETUP COMMAND 

1 Setup (0-3)] 


KEY 


FUNCTION 


1 
2 
3 




Phone Number 10-4) 
Log On (0 41 
ABM (0-4) 
Exit 



HELP COMMAND 

[Help (0-3)] 

;y function 

Cartridge Command 
! Special Key Operations 
I Symbols 
I Exit 



CONFIGURATION 

I Configure (0-511 

EY FUNCTION 

I Line Control 

I Terminal Control 

i Modem (Model 707 only) 

I Default Configuration 

3 Report 

) Exit 



KEY 


FUNCTION 


1 


Enter 


2 


Delete 


3 


List 


4 


Modify 





Exrt 



2310462; 



TO CONFIGURE THE TERMINAL 

1. Press CMD, C, and 1 to configure line control options. 

2. Press CMD, C, and 2 to configure terminal control options. 

3. Press CMD, C, and 3 to configure modem control options. 

4. Press CMD, C, and 4 to select the default configuration for each 
option. 

5. Press CMD, C, and 5 to print a configuration report. 

1 . Press CMD, then press D. 

2. If you have forgotten a phone number name or phone number, press 
RTN to list your directory. 

3. Type the phone number name, or the phone number, and press RTN. 

If the phone number is referenced to a log on, the terminal will automati- 
cally transmit the log-on sequence. 



' Valid on Model 707 only. 



TO USE THE LOG ON COMMAND 

1 . Press CMD, then press L. 

2. If you have forgotten a log-on reference name, press RTN to list log- 
on reference names and log-on sequences that are not secured. 

3. Type the log-on reference name (not the log-on sequence), then press 
RTN. 



TO USE THE SETUP COMMAND 

1. Press CMD, then press 8. 

2. Select the phone number, log on, or ABM setup. Press the RTN key if 
you need help. 

3. Choose enter, delete, list, or modify. Press the RTN key if you need 
help. 



Press 




1 



I CMD I 
Press I // \\ I to enter the command mode. 



Press 







U to select the Setup command. 




1 



Press \! A to ENTER 



Press i I to DELETE 



Press /' J to LIST 



Press 



Press 



to MODIFY 



to EXIT 






for 


FOR 


for 


to 


PHONE NUMBER 


LOGON 


ABM 


EXIT 


Setup 


Setup 


Setup 


Setup 



SPECIAL KEYS 

Press CMD to enter the command mode. 

Press ESC to exit the command mode. 

Press RTN to show a menu in the setup mode. 

Press RTN to terminate the entry of a name or phone number. 

Press CTRL and 1 to send an ABM if the terminal is set up and connected. 

In the setup mode, press the following keys simultaneously to perform 

the action. 

CTRL and 1 to terminate an entry. 

CTRL, SHIFT, and H to backspace through an entry. 

CTRL, SHIFT, and space bar to move forward through an entry. 

CTRL, SHIFT, and + to wait for RTN in dialing or log on. 

CTRL, SHIFT, and $ for a one-second delay in dialing or logon. 

CTRL, SHIFT, and P to set pulse dial. 

CTRL, SHIFT, and T to set tone dial. 

SYMBOLS 

■? COMMAND MODE PROMPT. 



4{ 



(SPACE) 






INDICATES RTN MUST BE PRESSED IN DIALING 
OR LOG ON. 

INDICATES A ONE-SECOND DELAY IN DIALING 
OR LOG ON. 

THE PHONE NUMBER FOLLOWING THIS SYM- 
BOL IS PULSE DIALED. 

THE PHONE NUMBER FOLLOWING THIS SYM- 
BOL IS TONE DIALED. 

SEPARATES PARTS OF A PHONE NUMBER IN 
THE SETUP MODE. 

VALID CHARACTERS FOR PULSE DIAL IN THE 
SETUP MODE. 
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